
1

ThinThinThinThin filmfilmfilmfilm AmorphousAmorphousAmorphousAmorphous SolarSolarSolarSolar PanelsPanelsPanelsPanels

Description:

-- Works in all weather conditions ,including low light and cloudy conditions

-- Ideal for deep cycle or multiple battery on motor ,trucks ,cavaran,and so on

-- Water shock,rust resistant

-- Aluminum or plastic framed (Aluminum frame has plastic corner sleeve to prevent solar panel

from scratching customer's application)

-- Comes with quick connect battery clamp or cigarette lighter plug

-- Different output available

-- Multiple pieces can be connected to acquire higher power

SmallSmallSmallSmall AmorphousAmorphousAmorphousAmorphous siliconsiliconsiliconsilicon solarsolarsolarsolar panelpanelpanelpanel specificationspecificationspecificationspecification andandandand performanceperformanceperformanceperformance parameterparameterparameterparameter

ItemItemItemItem No.No.No.No. Dimension(mm)Dimension(mm)Dimension(mm)Dimension(mm) Pmax(W)Pmax(W)Pmax(W)Pmax(W)
OperatingOperatingOperatingOperating

Voltage(V)Voltage(V)Voltage(V)Voltage(V)

OperatingOperatingOperatingOperating

Current(mA)Current(mA)Current(mA)Current(mA)

OpenOpenOpenOpen CircuitCircuitCircuitCircuit

Voltage(V)Voltage(V)Voltage(V)Voltage(V)

ShortShortShortShort CircuitCircuitCircuitCircuit

Current(mA)Current(mA)Current(mA)Current(mA)

KS-A25W 1275×385×26 25 18 1388 26.7 1665

KS-A20W 1275×385×26 20 18 1111 26.7 1333

KS-A15W 850×385×26 15 18 833 26.7 1040

KS-A10W 640×385×26 14 18 777 26.7 970

KS-A5W 385X322×18 5 18 277 26.7 346

Testing condition: AM1.5, Irrandiance:1000W/square meters, Module temperature:25 degrees centigrade.

Specification:
• Testing condition: Air Mass:AM1.5, illumination:1000W/m²,, Temperature :25℃
• Dimension tolerance: ±0.2mm ;
• Operating temperature: -40 to +85℃;
• Relative Humidity: 0 to 100%
• Warranty: 90% output for 10 years, 80% output for 20 years
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IfIfIfIf youyouyouyou wantwantwantwant totototo inquiryinquiryinquiryinquiry orororor placeplaceplaceplace anananan order,order,order,order, PleasePleasePleasePlease sendsendsendsend thethethethe inquiryinquiryinquiryinquiry orororor purchasepurchasepurchasepurchase orderorderorderorder totototo usususus bybybyby
emailemailemailemail orororor fax,fax,fax,fax, includingincludingincludingincluding modelmodelmodelmodel number,number,number,number, quantityquantityquantityquantity andandandand deliverydeliverydeliverydelivery address.address.address.address.
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E-mail: market@solars-china.com WEB: http://www.solars-china.com
Tel: +86 755 83515659 FAX:+86 755 82716024
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